






level at ML2, 1,300 feet from the project site, would certainly be in compliance with this
condition due to its longer distance to the project site.

With the exception of the above discussion, staff's analysis associated with the original
application has not changed as a result of the proposed amendment. No new sensitive
noise receptors have been identified in the project area since the approval of the
original project. The proposed modifications to Condition of Certification NOISE-4 would
remain in compliance with the original conditions of certification relating to Noise and
Vibration and Fresno County's noise requirements.

The eight conditions of certification included in the Energy Commission Decision would
still apply, with one change (see below).

CUMULATIVE IMPACTS

This amendment would result in no cumulative impacts.

CONCLUSION AND RECOMMENDATIONS

The proposed modifications to Condition of Certification NOISE-4 will not result in
significant impacts on noise and vibration. Staff recommends approval of this request
and proposes the following, changes to this condition of certification.

PROPOSED CHANGES TO CONDITIONS OF CERTIFICATION

Added text is underlined and deleted text is shown as strikethrough.

NOISE-4 The project design and implementation shall include appropriate noise
mitigation measures adequate to ensure that operation of the project will not
cause noise levels due to plant operation plus ambient, during the four
quietest consecutive hours of the ni.ghttime, to exceed an average of 45 dBA
Lso as measured near monitoring locations ML2 (approximately 1,600 feet
west of the center of the project site) andML3 (43405 VVest Panache Road)
as measured near a location 400 feet from the project site (as shown in Noise
Figure 1).

No new pure-tone components may be caused by the project. No single piece
of equipment shall be allowed to stand out as a source of noise that draws
legitimate complaints.

• When the project first achieves a sustained output of 90 percent or greater of
rated capacity, the project owner shall conduct a 2§1-hour community noise
survey at monitoring ,location ML2 or at a closer location acceptable to the
CPM. This survey during power plant operation shall also include
measurement of one-third octave band sound pressure levels to ensure that
no new pure-tone noise components have been caused by the project.
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During the period of this survey, the project owner shall also conduct a sRGFt
tefffi 4-hour noise survey of noise at monitoring location a location 400 feet
from the project site (as shown in Noise Figure 1) Mba, or at a closer location
acceptable to the CPM.

The short term above noise measurements shall be conducted during evePf
hour of four consecutive hours within the nighttime period hours, from 10 p.m.
to 7 a.m., during the period of the survey.

• The measurement of power plant noise for the purposes of demonstrating
compliance with this condition of certification may alternatively be made at a
location, acceptable to the CPM, closer to the plant (e.g., 400 feet from the
plant boundary) and this measured level then mathematically extrapolated to
determine the plant noise contribution at the affected residence. The
character of the plant noise shall be evaluated at the affected receptor
locations to determine the presence of pure tones or other dominant sources
of plant noise.

• If the resullts from the above noise survey indicate that the power plant noise
level plus ambient (L50) at the affected receptor sites exceeds the above value
during the above specified time periods, mitigation measures shall be
implemented to reduce noise to a level of compliance with this limit.

• If the results from the noise survey indicate that pure tones are present,
mitigation measures shall be implemented to eliminate the pure tones.

Verification: The survey shall take place within ~O days of the project first
achieving a sustained output of 90 percent or greater of rated capacity. Within 15 days
after completing the survey, the project owner shall submit a summary report of the
survey to the CPM. Included in the survey report shall be a description of any additional
mitigation measures necessary to achieve compliance with the above-listed noise limit,
and a schedule, subject to CPM approva'l, for implementing these measures. When
these measures are in place, the project owner shall repeat the noise survey.

Within 15 days of completion of the new survey, the project owner shall submit to the
CPM a summary report of this new noise survey, performed as described above and
showing compliance with this condition.

REFERENCES

Starwood Power-Midway 2009a - Starwood Power-Midway Peaking Power Plant
(06-AFC-10) License Amendment to Revise Condition of Certification NOISE-4,
Docketed February 26,2009.
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NOISE· FIGURE 1
Starwood Power-Midway - Noise Monitoring Locations

Monitoring Location Analyzed In
Application for Certification (AFC)

Proposed Mon~oring Location as an
Alternate for ML3

CALIFORNIA ENERGY COMMISSION, SYSTEMS ASSESSMENT & FACILIT1ES SITING DIVISION, APRIL 2009
SOURCE: AFC Amend 3, Figure 1


